PFA Cable Tidy IEC Exposed Junction
Thermocouple con |n|_|l?lug Instalado - Tipos K,

Labfacility are the UK's leading manufacturer of Temperature Sensors, Thermocouple Connectors and associated
Temperature Instrumentation and stockings of Thermocouple Cables. The Company has been trading since 1971
and is 1ISO9001 accredited.



https://www.labfacility.com

Datasheet

Termopar ordenado por cable con enchufe IEC miniatura instalado, PFA doble trenzado o par plano.
Un termopar de unin expuesto de alambre fino de precisin completa y alta sensibilidad, con un conector en miniatura
instalado.
Necesita calibrar su sensor de temperatura?
Trazable a 1ISO17025 estndares de calibracin (UKAS), Labfacility ofrece una opcin de calibracin trazable de 305

puntos utilizando nuestra instalacin de calibracin interna, puede seleccionar cualquier punto de temperatura entre
-10 Cy + 200 C.

Tenga en cuenta que si agrega una opcin de calibracin a su pedido, se le contactar con respecto a la
informacin de entrega.

Specifications

General Description A complete, precision fine wire, high sensitivity thermocouple with a fitted
miniature connector and cable tidy.

Sensor Type Exposed Junction

Cable Length 1, 2m

Cable Type PFA insulated wire, flat pair or twin twisted available

Termination Type Miniature flat pin plug, colour coded in accordance IEC 584

Max. Temperature Rated 220°C continuous

Tolerance Class 1

Standards Met IEC 584

Connector Type Plug

Connector Size Miniature
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